
ล ำดับ รำยละเอยีด ท ำแลว้

ท ำควำมสะอำดทกุ 1 ชั่วโมง

1 ท ำควำมสะอำดชอ่งรับฝุ่ นและเศษกำกใยกำแฟดำ้นหนำ้ตดิประดปูลอ่ยเมล็ดกำแฟคั่ว

2 ท ำควำมสะอำดถังไซโคลน ทีรั่บกำกใยกำแฟดำ้นหลัง

ท ำควำมสะอำดหลังกำรใชง้ำน-ท ำไดทั้นที

3 ท ำควำมสะอำดถังรับเมล็ดกำแฟคั่ว

4 ท ำควำมสะอำดใตถั้งรับเมล็ดกำแฟคั่ว

5 ท ำควำมสะอำดถังไซโคลน ทีรั่บกำกใยกำแฟดำ้นหลัง

ท ำควำมสะอำดหลังกำรใชง้ำน-ท ำไดเ้มือ่เข็มวัดอณุหภมูหิอ้งคั่วลดลงถงึ 50 องศำ

6 ท ำควำมสะอำดเข็มวัดอณุหภมูเิมล็ดกำแฟ

7 ท ำควำมสะอำดเข็มวัดอณุหภมูหิอ้งคั่ว

8 ท ำควำมสะอำดเข็มวัดอณุหภมูทิอ่ปลอ่ยควำมรอ้น 

ท ำควำมสะอำด 2 สปัดำหค์รัง้ - ท ำไดเ้มือ่เครือ่งเย็นสนทิเทำ่นัน้ 

9 ท ำควำมสะอำดกระจกหอ้งคั่ว 

ท ำควำมสะอำดเดอืนละครัง้

10 ท ำควำมสะอำดทอ่ปลอ่ยควำมรอ้นดำ้นบนทีม่ำจำกหอ้งคั่ว

11 ท ำควำมสะอำดทอ่ปลอ่ยควำมรอ้นดำ้นลำ่งทีม่ำจำกถังรับเมล็ดกำแฟคั่ว

12 ดดูฝุ่ นหอ้งรำงไฟ อยูใ่ตถั้งคั่ว

spare part replacement, normally we will change the bearing every year 

unless technician investigate that it is still working well - - no sound cracked 

during the roasting, drum still being moved very well. / other than that no 

need to change the part if the operator do the cleaning very well.

Every 1 year, let technician to disconnect the blower, cleaning the bearing 

and put high temperature resistant grease, adjust the dram panel.

รายการท าความสะอาดเครือ่งค ัว่กาแฟ


